
 
 
 

   
 
   Front        Rear 
 

VGA101 
 
VGA101 is a qualitative VGA Extender with a local sender and receiver unit. The two units are connected with a 
standard CAT.5 cable (or rather CAT.5e or CAT6) and it is possible to transmit signals over a distance up to 300m.  
The VGA101 does not operate only in sensitive areas, but also in daily business situations, like meetings, congresses 
or teachings. 
 
 
FEATURES 
* Transmission over long distances up to 300m 
* perfect for convenient wiring and improves cable utilization ratio 
* has a strong anti-interference ability 
* is easy to use with high reliability 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

https://www.kvm-discovery.com 

http://www.linguee.de/englisch-deutsch/uebersetzung/meetings.html


Type

Signal Type VGA Signal

Interface Type VGA 15HDF

Minimum input level positive 0.5Vp-p

Maximum input level positive 1.0Vp-p

I/O impedance 75Ω

Resolution 1280 x 1024

Horz Frequency 30-100KHz

Vert Frequency 40-120Hz

Bandwidth 250MHz

Power Supply AC110-240V/50-60Hz

Adapter DC9V/1000mA

Dimensions (L x W x H) 120mm x 72mm x 29mm

Weight 1 kg

Color

Housing

Distance (m) Resolution (60Hz)

50 1920 x 1200

150 1280 x 1024

300 800 x 600

CAT 5/5e-CAT6

Specifications

Video Input/Output Signal

HV

Specification

Black

Metal

VGA101
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